
583

Sandblast couplings

INDUSTRIAL FITTINGS - couplings

code
hose 
I.D. 

[mm]

hose wall 
thickness 

[mm]
description

MU-3101 25 7
Sandblast coupling with 
hose tail.
Material: zinc-plated cast 
iron.
Seal: NBR.

MU-3102 32 8

MU-3103 38 9

MU-3104
40 10

42 9

code thread size 
[inch] description

MU-3111 1.1/4

Sandblast coupling with female thread.
Material: zinc-plated cast iron.
Seal: NBR.

MU-3112 coarse thread 

MU-3114 2

code
coarse 
thread 
size

hose 
I.D. 

[mm]

hose wall 
thickness 

[mm]
description

MU-3121 1.1/4 25 7
Nozzle holder with female 
thread and hose tail.
Material: aluminium.

MU-3122 1.1/4 32 8

code
coarse 
thread 
size

hose 
I.D. 

[mm]

hose wall 
thickness 

[mm]
description

MU-3131 50 mm 25 7
Nozzle holder with female 
thread and hose tail.
Material: aluminium.

MU-3132 50 mm 32 8

code description

MU-3161 NBR seal.

MU-3163 Holding screw DIN 7972 4.8x16 mm.

MU-1609 Retaining pin DIN 11024.



584

Sandblast couplings

INDUSTRIAL FITTINGS - couplings

code
hose 
I.D. 

[mm]

hose wall 
thickness 

[mm]
description

MU-3180 19 7

Sandblast coupling with 
hose tail.
Material: Nylon.
Seal: NBR.

MU-3181 25 7

MU-3182 32 8

MU-3183 38 9

MU-3184
40 10

42 9

code thread size description

MU-3113 1.1/4”
Sandblast coupling with female thread.
Material: Nylon.
Seal: NBR.

MU-3138 coarse thread 50 mm

code
thread 
size 

[inch]

hose 
I.D. 

[mm]

hose wall 
thickness 

[mm]
description

MU-3123 3/4 13 7.5

Nozzle holder with female 
thread and hose tail.
Material: Nylon.

MU-3124 1.1/4 19 7

MU-3125 1.1/4 25 7

MU-3126 1.1/4 32 8

MU-3127 1.1/4 38 9

code
coarse 
thread 
size

hose 
I.D. 

[mm]

hose wall 
thickness 

[mm]
description

MU-3133 50 mm 13 7.5

Nozzle holder with female 
thread and hose tail.
Material: Nylon.

MU-3134 50 mm 19 7

MU-3135 50 mm 25 7

MU-3136 50 mm 32 8

MU-3137 50 mm 38 9

code description

MU-3166 NBR seal for MU-3180 coupling.

MU-3164 NBR seal for MU-3181 coupling.

MU-3165 NBR seal for MU-3182 to 3184, 3113, 3138 couplings.

MU-3163 Holding screw DIN 7972 4.8x16 mm.




